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If the error code 0094 occurs please carry out the below procedures.

Solution 1:
CAUSE: The IDC sensor does not reach the condition where the level detection is available.
 
SOLUTION: Remove the transfer belt, manually rotate it one turn then refit the belt.

Solution 2:
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7. Disconnect the connector [1].

8. Remove the E-ring [2] and the
bearing [3], and remove the
registration clutch (4]
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9. Remove the 2nd transfer roller
unit assy [1].

10. Remove two screws [1], and
remove the duplex conveyance
roller assy [2].
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11. Remove two screws (1] and
unlock two tabs [2], and remove
the holder [3].
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NOTE

« If the gears come off and they
need tob e reinstalled, align the
arrow [1] on the gear with the
‘marked line [2] on the holder.
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12. Disconnect the connector [1].
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13. Remove the screw [1], and
remove the 2" transfer release

solenoid [2].
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14. To reinstall, reverse the order of removal.
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Subject: Machine Trouble Service Call 0094

Cause: 2" image transfer pressure/retraction failure.

Relevant electrical parts:
-IDC sensor (IDC)

-2 transfer release solenoid (SD2)
-Main Motor (M2)

-Printer control boards (PRCB)

Solution:
In this case, the root cause of the failure is that the gears on the 2* image transfer
pressure/retraction mechanism was not working properly. According to the following diagram
the gears have been precise realigned and reinstalled.
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Disassembly/reassembly procedure:

-Remove the registration clutch (CL3).

. Open the right cover

Remove the screw [1], and
remove the fixed cover [2].

Remove the spring [3].

4. Remove the screw 4], and

remove the hamess cover [5].

Remove the spring [6].

. Remove the conveyance unit [7].
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